
MOVIE
Video Monitoring

Mobile Monitoring systeMs
for trains and tracks under real operating conditions
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Installed MOVIE System MOVIE detects passing train

Video detection of tHe 12-digit uic car numbers 
moVie stands for video monitoring of trains under almost all weather conditions. 

7KH�WDVN�LV�WR�GHWHFW�GDQJHURXV�JRRGV�DQG�ZDJRQ�VSHFLȴF�GDWD��ΖQ�FRPELQDWLRQ�ZLWK�RXU�PRQLWRULQJ�
systems moni and lasca individuell and precise wheel exact statements about the quality and noise 
emission of all vehicles are possible. no passing train remains undetected and analyzed. this is the 
base of noise emission track prices. monitoring under operating conditions at ist best.

specifics
ȏ� uic- / container number (reading up to 180 km / h)

ȏ� synchronization with higher-level systems e.g. lasca, moni

ȏ� 'HWHFWLRQ�RI�GDQJHURXV�JRRGV�DQG�ZDJRQ�VSHFLȴF�GDWD

ȏ� 1RLVH�LGHQWLȴFDWLRQ��ZDUQLQJ�ODEHOV�HWF��ZLWK�ZDJRQ�DFFXUDWH�DOORFDWLRQ�DQG�
time stamp

ȏ� Weather independent evaluation by an innovative concept

ȏ� low default rates, since no mechanical adjustment

ȏ� non-discriminatory condition based maintenance of individual rail cars

ȏ� ir illumination, no aperture of the train leader

ȏ� no nuisance of passengers

Figure shows  
the reading of a  
Composite (LL)  
brake block at  
about 140 km/h.

Figure shows  
the reading of a  
UIC number at  
about 120 km/h.


